


BALLYNACOR ODOUR CONTROL

Ensuring Equipment Commissioned
to OEM Specification

DPS was responsible for all aspects of the project
from site supervision and  sub-contractor selection
to carrying out the works. DPS and MSD where given
the scope to manufacture new odour containment
for this area of the site. MSD used their design

from their standard round below ground tank and

modified to include the different fixing arrangements,

and existing handrailing within the works area.

Covers where delivered to site with pre-installed
lifting lugs to allow a smooth installation phase
where both tanks where completed within 5
days The decking areas around the new covers
and associated chambers were comepleted in
conjunction with the main cover installation.




DPS BALLYNACOR ODOUR CONTROL

Process for managing
relationship with our
customer’s delivery team

Having progressed from working with the design team
to the supply and installation phase, DPS nominated a
Project Manager who was the point of contact for Veolia
and any other contractors on site and was responsible
for all coonmunications from DPS to Veolia and the
project stakeholders.

The Project Manager was responsible for Progress
reporting to facilitate ‘live” updating of the program
schedule. The Project Manager was also responsible

for the reports which, in addition to monitoring the
schedule and milestone achievements, covered issues
such as Health & Safety, quality and risk minimisation.
The outputs of the daily and monthly project meetings
were subsequently commmunicated to the DPS installation
team and the OEM as required.

The Project Manager was responsible for amending and
implementing any changes required to the DPS Health

& Safety and quality procedures while amending the
delivery and installation schedule as necessary to ensure
compliance with the Delivery Team requirerments.
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